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	SP & M Submersible Contractor Pump series SP 
Large Capacity submersible contractor sand pump 
SP-40, 4 pole motor, high performance & large capacity, high head, Agitator for handling extremely abrasive medias and high slurry contents. 

Output: 40 Horsepower, Weight 950lbs 

Features: 

Construction: 

· Completely water tight cable enrty sealed with epoxy resin. 

· Durable semi-interior cast iron outer case achives superior heat dissipation. 

· Stainless steel trainer 


Motor: 

· Oil free hermetically sealed, with built in thermal overload protector. 

· 3 phase, 4 pole, 50Hz, 1450 rpm or 60 Hz, 1740 rpm. Insulation Class F - 155 C, Protection type IP68 


Bearing: 
The motor shaft is supported by lubricated-for-life and maintenance free ball bearings 

Shaft sealing: 
Shaft in high quality corrosion-resistant stainless steel 
Double mechanic seals (one TC/TC or SIC/SIC - one carbon/ceramic) ensure greatest durability 
Oil chamber filled with oil ISO VG32 

Impeller: 
The well-balanced impeller is made of high chrome steel in multi-van design with hardness 55-58 Rockwell C 
High head/low volume and low head/high volume are inter-changeable by merely changing impeller and discharge outlet. 

Inlet plate & Pump casing: 
made of wear resistant cast iron to withstand very abrasive liquids 

Others: 
max. liquid temperature: 40 C (104 F) 
Depth submerged: 10m 
Standard cable: 4C x 22mm2 x 30mm (dia) x 10m (length) 

Applications: 
General construction & civil engineering application. 
Tunnel & subway construction, mining and reclamation operation. 

AVAILABILITY: 8 Weeks 

Technical data - SP Pump series 

SP Series Large Capacity Submersible Contractor Sand Pumps
Type
Outlet
Output
Voltage
Head
Capacity
Max. Head
Max. Capacity
Weight
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Inches
HP
V
Feet
Gal/min
Feet
Gal/min
Pounds
SP-819H
6
25
66
793
95
1453
871
SP-819L
6
25
3 PHASE
49
1057
95
1453
871
SP-822H
6
30
220/460
98
528
114
1453
904
SP-822L
6
30
60Hz
50
1321
82
1717
904
SP-830H
6
40
115
528
131
1453
947
SP-830L
6
40
50
1585
92
1717
947
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SPM PUMPS, INC.
P.O. Box 32805
Palm Beach Gardens, FL 33420-2805
 

Palm Beach (561)-691-6947
Cell              (561)-352-0451
